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It must not be reproduced in any part without
prior written permission

AS SUPPLIERS OF BUILDING AND
CIVIL ENGINEERING PRODUCTS
FOSROC LTD DO NOT OFFER A
DESIGN SERVICE. INFORMATION
IN  THIS DRAWING IS A
SUGGESTION ONLY AND MUST
NOT BE USED FOR
CONSTRUCTION EXCEPT AS A
SIGNED OFF DRAWING BY THE
SPECIFIER OR CONTRACTOR.

FOSROC LIMITED ARE UNABLE
TO ACCEPT ANY PARTIAL OR
FULL PROJECT DESIGN LIABILITY
AND HAVE NO CONTROL OVER
THE EXACT CONSTRUCTION
CONDITION, LOCATION OR
SITUATION IN  WHICH OUR
PRODUCTS ARE INSTALLED. FOR
SPECIFIC ADVICE CONCERNING
THE EXTENT OF OUR LIABILITY
ON YOUR PROJECT PLEASE
CONTACT FOSROC TECHNICAL
DEPARTMENT.

NOTE:

ALL FOSROC MATERIALS MUST
BE USED IN ACCORDANCE WITH
THE RELEVANT PRINTED
INSTRUCTIONS ASSOCIATED
DETAILS AND DATA SHEETS
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PROOFEX ENGAGE STANDARD DETAIL

WATERPROOFING TO PILE HEAD WITH PROOFEX WG
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